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EXISTING AT BASE OF NEW 
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A INTERIOR GLAZED FRAMING SYSTEM TO BE REMOVED IN ITS ENTIRITY.  

B

C EXTERIOR GLAZING SYSTEM BETWEEN COL. C & D TO BE REMOVED.

BRICK KNEE WALL TO BE REMOVED IN ITS ENTIRITY.

DEMOLITION NOTES 

D PREPARE FINISHED CONCRETE EDGE FOR NEW FINISH 

E REMOVE EXISTING GYP. AND PREP FOR BULLET RESISTANT SHEET STEEL. 

F REMOVE EXISTING FURNITURE. COORDINATE RE-USE WITH OWNER 

1 FILM TINT TO BE APPLIED ACROSS ALL GLAZED BALLISTIC RATED SYSTEMS

2

3 EXTERIOR GLAZED BALLISTIC RATED FRAMING SYSTEM IS THERMALLY BROKEN (MAKE COPLANAR WITH EXISTING EXTERIOR SYSTEM) 

PREPARE MASONRY TO HAVE FINISH EDGE/SURFACE TO RECEIVE INTERIOR GLAZED BALLISTIC RATED FRAMING SYSTEM

GENERAL CONTRUCTION 

4 REPAIR CEILING TO MATCH EXISTING COMPOSTION AND FINISH

5 REPLACE ANY DAMAGED CEILING TILES DUE TO ELECTRICAL ROUTING IN KIND. COORDINATE WITH ELECTRICAL 

6 5/8" GYP OVER 3/16" SHEET STEEL

7 HARDWOOD CLEAT FASTENED TO WALL TO SUPPORT COUNTERTOP 

GLAZING TO BE REMOVED

BRICK KNEE WALL TO BE REMOVED 

DEMOLITION LEGEND 

EXISTING DOOR AND FRAME 
TO BE REMOVED 
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EXIST. BENT PL. 
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EXIST. BATT INSUL. 

FINISH WITH CAULK  

EXTERIOR SIDE 

EXTERIOR SIDE 

EXIST. CONC.

EXIST. CONT. 1/8" THICK 
ALUM. PL. EACH SIDE 

LOW EXPANDING SPRAY FOAM 

EXIST. 3/16" THICK X 2" WIDE 
STL STRAPS WELDED TO 
BOTTOM BENT PLATE 

REFINISH BY WIRE BRUSHING ANY 
CORRISION AND REPAINTING 

EXIST. HUNG PLAST. CLG.

PUBLIC SIDE 
EXISTING HANGERS 

NEW BALLISTIC RATED SYSTEM TO BE 
FLUSH WITH PLAST. CLG. 

NEW INTERIOR GLAZED BALLISTIC RATED 
FRAMING SYSTEM  

PUBLIC SIDE 

PASSIVE VOICE SPEAKER

DOORBELL

T.O EXISTING FLOOR 

PUBLIC SIDE 

D

NEW EXTERIOR GLAZED BALLISTIC RATED FRAMING SYSTEM  

6" x 6" CORNER MULLION TO TIE NEW AND EXISTING FRAMING SYSTEM TOGETHER. 
MECHANICALLY FASTEN TO HEAD AND SILL CONNECTION POINT   

NEW INTERIOR GLAZED BALLISTIC RATED FRAMING SYSTEM  

EXISTING EXTERIOR GLAZED FRAMING SYSTEM  

FILM TINT 

FILM TINT 

FILM TINT 
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NEW BALLISTIC RATED SHEET STEEL 

EXISITING WOOD FRAMING TO REMAIN 
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ABBREVIATIONS
1P SINGLE POLE
1PH, 1Ø SINGLE PHASE
3PH, 3Ø THREE PHASE
4W FOUR-WIRE
∆ DELTA
Ø PHASE

A,AMP AMPERE
AC ARMORED CABLE
AFF ABOVE FINISH FLOOR
AFG ABOVE FINISH GRADE
AHJ AUTHORITY HAVING JURISDICTION
AIC AMPERE INTERRUPTING CAPACITY
AL ALUMINIUM
ALT ALTERNATE
ANN ANNUNCIATOR
ARCH ARCHITECTURAL
ATS AUTOMATIC TRANSFER SWITCH
AUX AUXILLIARY
AV AUDIO VISUAL

BKR BREAKER
BMS BUILDING MANAGEMENT SYSTEM
BOS BOTTOM OF STEEL

C, CND CONDUIT (GENERIC NAME FOR RACEWAY) PROVIDED AS SPECIFIED
CAT CATALOG
CATV CABLE TELEVISION
CB CIRCUIT BREAKER
CKT CIRCUIT
CL CENTERLINE
CLG CEILING
CO CARBON MONOXIDE
COMM COMMUNICATION
CP CONTROL PANEL
CR CONTROL RELAY
CT CURRENT TRANSFORMER
CU COPPER

DB DIRECT BURIED
DN DOWN
DS, DISC DISCONNECT SWITCH
DWG DRAWING

EC ELECTRICAL CONTRACTOR
ELEV ELEVATOR
EM EMERGENCY
EMT ELECTRICAL METALLIC TUBING
EPO EMERGENCY POWER OFF
EWC ELECTRICAL WATER COOLER

F FUSE
FA FIRE ALARM
FAA FIRE ALARM ANNUNCIATOR
FACP FIRE ALARM CONTROL PANEL
FBO FURNISHED BY OTHERS/OWNER
FD FIRE DAMPER
FLA FULL LOAD AMPS
FP FIRE PROTECTION SYSTEM INSTALLER
FT FEET
FWE FURNISHED WITH EQUIPMENT

G, GND GROUND OR GROUNDING
GALV GALVANIZED
GC GENERAL CONTRACTOR
GEN GENERATOR
GFI, GFCI GROUND FAULT CIRCUIT INTERRUPTER

HH HAND HOLE
HP HORSEPOWER
HTR HEATER
HVAC HEATING, VENTILATING AND AIR CONDITIONING
Hz HERTZ

IBC INTERNATIONAL BUILDING CODE
IC INTERRUPTING CAPACITY
IG ISOLATED GROUND

J, JB JUNCTION BOX
JC JANITOR'S CLOSET

kCMIL THOUSAND CIRCULAR MILS
kV KILO-VOLT
kVA KILO-VOLT AMPERE
kW KILO-WATT
kWH KILO-WATT HOUR

LTG LIGHTING
LP LIGHTING PANEL

MC METAL CLAD
MCA MINIMUM CIRCUIT AMPS
MCB MAIN CIRCUIT BREAKER
MCC MOTOR CONTROL CENTER
MFR MANUFACTURER
MH MANHOLE
MI MINERAL INSULATED
MIN MINIMUM
MISC MISCELLANENOUS
MLO MAIN LUGS ONLY
MOCP MAXIMUM OVERCURRENT PROTECTION
MTS MANUAL TRANSFER SWITCH
MTD MOUNTED

N, NEUT NEUTRAL
NA NOT APPLICABLE
NC NORMALLY CLOSED
NEC NATIONAL ELECTRIC CODE
NEMA NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION
NFPA NATIONAL FIRE PROTECTION ASSOCIATION
NIC NOT IN CONTRACT
NL NIGHT LIGHT
NO NORMALLY OPEN
NO. # NUMBER
NORM NORMAL
NRTL NATIONALLY RECOGNIZED TESTING LABORATORY AS APPROVED BY 

OSHA AND LOCAL AUTHORITIES
NTS NOT TO SCALE

OCPD OVERCURRENT PROTECTIVE DEVICE

PB PULL BOX
PC PLUMBING SYSTEM INSTALLER
PF POWER FACTOR
PH PHASE
PIR PASSIVE INFRARED
PNL PANEL
PV PHOTOVOLTAIC
PVC POLY-VINYL CHLORIDE CONDUIT
PWR POWER

QTY QUANTITY

RGS RIGID GALVANIZED STEEL
REQD REQUIRED
RMS ROOT MEAN SQUARE
RNMC RIGID NON-METAL CONDUIT
RSC RIGID STEEL CONDUIT

S, SW SWITCH
SD SMOKE DETECTOR
SP SPARE
SPKR SPEAKER
SWBD SWITCHBOARD
SWGR SWITCHGEAR

TC TELECOMMUNICATIONS CABLE INSTALLER
TEL TELEPHONE
TMCB TERMAL MAGNETIC CIRCUIT BREAKER
TP TAMPER PROOF, TWISTED PAIR
TPS TWISTED PAIR SHIELDED
TVSS TRANSIENT VOLTAGE SURGE SUPRESSER
TYP TYPICAL

UG UNDERGROUND
UL UNDERWRITERS LABORATORY LISTING
UON UNLESS OTHERWISE NOTED

V VOLT
VA VOLT AMPERE
VAR VOLT-AMPERE REACTIVE
VFD VARIABLE FREQUENCY DRIVE

W WATT, WIRE
WH WATER HEATER
WG WIRE GUARD
WP WEATHERPROOF

XFMR, T TRANSFORMER
XP EXPLOSION PROOF

Y WYE (STAR)

1. ALL ELECTRICAL WORK SHALL BE FURNISHED AND INSTALLED IN ACCORDANCE WITH THE 2020 
EDITION OF THE NATIONAL ELECTRICAL CODE (N.E.C.), AND ALL LOCAL AND MUNICIPAL CODES 
HAVING JURISDICTION.

2. ELECTRICAL CONTRACTOR (E.C.) TO VISIT SITE, ACQUAINT HIMSELF WITH EXISTING CONDITIONS AND 
INCLUDE ALL NECESSARY COSTS TO COMPLETE THE INSTALLATION.

3. E.C. TO FURNISH AND PAY FOR ALL PERMITS AS REQUIRED AND OBTAIN FINAL CERTIFICATE OF 
INSPECTION.

4. CATALOG NUMBERS ARE MEANT TO INDICATE TYPE DESIRED AND MAY BE SUBSTITUTED WITH AN 
APPROVED EQUAL DEVICE. "APPROVED EQUAL" MUST BE SUBMITTED TO THE ENGINEER FOR 
WRITTEN APPROVAL PRIOR TO INSTALLATION IN THE FIELD.

5. WORK MUST BE COORDINATED WITH ALL OTHER TRADES TO ELIMINATE CONFLICTS AND 
INTERFERENCES.

6. E.C. MUST PROVIDE PROPER "FIRE STOPPING" AT ALL PENETRATIONS THROUGH FIRE RATED 
ASSEMBLIES. SUBMIT EXACT MATERIALS AND METHODS TO THE ENGINEER FOR REVIEW AND 
APPROVAL PRIOR TO INSTALLATION. NO EXCEPTIONS TAKEN.

7. CONTROL WIRING FOR HVAC UNITS (OTHER THAN LOW VOLTAGE POWER SUPPLY WIRING) SHALL BE 
DONE BY HVAC CONTRACTOR.

8. CONDUIT AND WIRE ON POWER AND LIGHTING PLANTS IS NOT SHOWN EXCEPT FOR HOMERUNS. 
CONTRACTOR SHALL PROVIDE ALL NECESSARY CONDUIT, BOXES, PULL BOXES, WIRING, SWITCHES 
AND ACCESSORIES TO INTERCONNECT THE ELECTRICAL ITEM FOR CIRCUITING AND HOMERUNS 
INDICATED SYMBOLICALLY ON THE DRAWINGS. SEE LEGEND-HOMERUNS DESIGNATION FOR 
SYMBOLOGY APPLICABLE TO ALL SYMBOLS SHOWN.

9. UON ON PLANS AND SECTIONS: ALL HEAVY LINES ARE NEW EQUIPMENT CONDUIT, WIRING, ETC. ALL 
LIGHT LINES ARE EQUIPMENT, CONDUIT, WIRING, ETC. BY OTHERS.

10. E.C. MUST INCLUDE IN HIS PRICE COORDINATION OF POWER POLE (FOR POWER AND VOICE/DATA) 
AND WALL "IN-FEED" BOXES AND "WHIPS" (SEALTITE OR EQUAL). E.C. TO PROVIDE ALL WALL BOXES 
FOR POWER & VOICE.DATA. E.C. MUST PROVIDE POWER WHIP, EMPTY VOICE/DATA RACEWAYS WITH 
DRAG LINES, AND FINAL POWER CONNECTIONS TO FURNITURE SYSTEMS. FINAL COORDINATION WITH 
FURNITURE VENDOR IS THE RESPONSIBILITY OF THE E.C.

11. E.C.  MUST INCLUDE IN HIS PRICE ALL MATERIAL AND LABOR FOR TEMPORARY POWER AND LIGHTING 
FOR ALL TRADES DURING DEMOLITION (IF APPLICABLE) & CONSTRUCTION.

ELECTRICAL GENERAL NOTES

RECEPTACLES (OFFICE AREA) 18" AFF

RECEPTACLES (UON) 36" AFF

LIGHT SWITCHES 48" AFF

DISCONNECT SWITCHES NEC 404.8(A)

TELEPHONE OUTLETS 18" AFF

TELEPHONE OUTLET (WALL MTD) 48" AFF

COMPUTER OUTLETS 18" AFF

CLOCK OUTLETS 7'-6" AFF

FIRE ALARM PULL STATION 48" AFF

FIRE ALARM AUDIO/VISUAL ALARM 80" AFF

EXIT LIGHTS (WALL MTD) 1' ABOVE DOOR

EMERGENCY LIGHTS (WALL MTD) 7'-6" AFF

TV OUTLETS 18" AFF

AUDIO/VIDEO OUTLETS 18" AFF

MICROPHONE OUTLETS 18" AFF

PA ANNUNCIATOR PANEL 48" AFF

WELDING OUTLETS 36" AFF

NOTE: DIMENSIONS ARE TO DEVICE CENTERLINE
UNLESS NOTED OTHERWISE

EQUIPMENT TAG

EQUIPMENT NUMBER

DETAIL TAG/CALL OUT TAG

SHEET NUMBER

XXX

X-XXX

XXX
XX

IDENTIFIER DESCRIPTION

GENERAL SYMBOLS

TYP. DEVICE MOUNTING HEIGHT

IDENTIFIER DESCRIPTION

WIRING DEVICES SYMBOLS

IDENTIFIER DESCRIPTION

BUILDING GROUNDING GRID 

CEILING OUTLET AND 2'x4' LED LIGHTING FIXTURE 
TYPE "A", CONTROLLED BY SWITCH "a" AND 
CONNECTED TO CIRCUIT NUMBER "2".

CEILING OUTLET AND 2'x2' LED LIGHTING FIXTURE

CEILING OUTLET AND 1'x4' LED LIGHTING FIXTURE 

LED CHANNEL/STRIP LIGHT; SUSPENDED, CHAIN-HUNG 

CEILING OUTLET AND INCANDESCENT / H.I.D. /
LED LIGHT FIXTURE 

WALL OUTLET AND INCANDESCENT / H.I.D. /
LED LIGHT FIXTURE 

CEILING PENDANT

WALL SCONCE

EMERGENCY (LIFE SAFETY) LIGHTING FIXTURE
"NL" DENOTES NIGHT LIGHT
"EM" DENOTED BATTERY PACK

EXIT LIGHT FIXTURE, CEILING AND WALL MOUNT RESPECTIVELY, 
SHADING INDICATED DIRECTION OF
FACE(S). DIRECTIONAL ARROWS AS INDICATED ON PLANS

EMERGENCY WALL PACK

a = SINGLE POLE, 20 AMP, TOGGLE SWITCH     
        CONTROLLING LIGHTS "a"
2 =   DOUBLE POLE
3 =   THREE-WAY SWITCH (20 AMP)
4 =   FOUR WAY SWITCH (20 AMP)
D =   DIMMER SWITCH
L =   LOW VOLTAGE
K =   KEYED SWITCH
M =   MANUAL MOTOR SWITCH (THERMAL OVERLOAD)
MC =   MOMENTARY CONTACT SWITCH
P =   TOGGLE SWITCH WITH PILOT LIGHT (20 AMP)
T =   TIMER OPERATED SWITCH

WALL MOUNTED LIGHTING CONTROL SENSOR. "A" DENOTES TYPE OF 
SENSOR AS SHOWN ON SENSOR SCHEDULE IN PLANS OR AS IDENTIFIED 
IN SPECIFICATIONS. "a" DENOTES DEVICE TO FIXTURE CONTROL 
RELATIONSHIP.

CEILING MOUNTED LIGHTING CONTROL SENSOR. "A" DENOTES TYPE OF 
SENSOR AS SHOWN ON SENSOR SCHEDULE IN PLANS OR AS IDENTIFIED 
IN SPECIFICATIONS. "a" DENOTES DEVICE TO FIXTURE CONTROL 
RELATIONSHIP.

IDENTIFIER DESCRIPTION

LIGHTING SYMBOLS

A

a         2

GROUNDING CABLE EXPOSEDG

GROUNDING CABLE BURIEDG

LIGHTNING PROTECTION ROD

GROUND ROD

EXOTHERMIC BONDING CONNECTION

BOLTED BONDING CONNECTION

IDENTIFIER DESCRIPTION

ONE-LINE SCHEMATIC SYMBOLS

POWER TRANSFORMER DRY TYPE, UON. 

VOLTAGE TRANSFORMER 

CURRENT TRANSFORMER

FUSE

GROUND FAULT SENSOR & RELAY 

AMPMETER SWITCH

AMPMETER

VOLTMETER

WATTHOUR METER

DRAWCUT CIRCUIT BREAKER
"AF" - INDICATES AMPERE FRAME SIZE
"AT" - INDICATES AMPERE TRIP SETTING

SWITCH AND FUSE
"400A" - INDICATES AMPERE SWITCH SIZE
"300A" - INDICATED AMPERE FUSE SIZE

SYSTEM GROUND OR EQUIPMENT GROUND

SYSTEM GROUND OR EQUIPMENT GROUND

PRIMARY DISCONNECT SWITCH
(BOLTED PRESSURE TYPE)

AUTOMATIC TRANSFER SWITCH

FEEDER SIZE TAG SYMBOL, REFER TO "LEGEND OFFEEDER SIZE"

KIRK KEY INTERLOCK

TRANSIENT VOLTAGE SURGE SUPPRESSION TO PROTECT LL, UN, NH, LG

V.T. 

C.T. 

GF

AS

AM

VS

**AF
**AT 

**AF
**AT 

LA

BPS

M

IDENTIFIER DESCRIPTION

IDENTIFIER DESCRIPTION

EQUIPMENT SYMBOLS

30AS
20AF

30AT
20AF

FUSED DISCONNECT SWITCH. 
"30AT" DENOTES SWITCH SIZE, "20AF" DENOTES FUSE SIZE.

NON-FUSED DISCONNECT SWITCH. 30 AMP, UON.

COMBINATION STARTER NON-FUSED DISCONNECT SWITCH, 3 POLE, 
30A-3P SWITCH, WITH NEMA SIZE 1 STARTER UON. (FUSED STARTER 
DISCONNECT SWITCH INDICATED BY SWITCH AND FUSE SIZE).

MAGNETIC MOTOR STARTER.

MOTOR - NUMERAL IN PLACE OF 'M' DENOTES HORSEPOWER

JUNCTION BOX - CEILING AND WALL MTD RESPECTIVELY

JUNCTION BOX WITH CONNECT TO DEVICE

PUSH BUTTON DOORBELL, WIRED BY THE ELECTRICAL CONTRACTOR, 
VERIFY EXACT REQUIREMENTS WITH ARCHITECT PRIOR TO ROUGHING-
IN

PULL BOX - SIZE PER ELECTRIC CODE

TIME CLOCK/TIMER. REFER TO SPECIFICATIONS.

CONTACTOR. REFER TO SPECIFICATIONS.

RELAY

VARIABLE FREQUENCY DRIVE

EMERGENCY POWER OFF MUSHROOM TYPE PUSHBUTTON PROVIDED 
WITH FULL ALUMINUM GUARD, MOUNTED AT 54" A.F.F. UNLESS 
OTHERWISE NOTED.

LIGHTNING PROTECTION AIR TERMINAL ("S" DENOTES SPRING BASE).

GROUNDING BUS BAR.

J J

J

PB

TC T

C

VFD

IDENTIFIER DESCRIPTION

CIRCUITRY, RACEWAY AND 

FEEDERS SYMBOLS
PANELBOARD DESIGNATIONS

SURFACE MOUNTED PANELBOARD 120/208V, 277/480V, & CONTROL 
PANEL RESPECTIVELY. 6'-6" AFF TO TOP.

RECESSED/FLUSH MOUNTED PANELBOARD 120/208V, 277/480V, & 
CONTROL PANEL RESPECTIVELY. 6'-6" AFF TO TOP.

SURFACE MOUNTED DISTRIBUTION PANELBOARD 120/208V, 277/480V, & 
CONTROL PANEL RESPECTIVELY. 6'-6" AFF TO TOP.

METER

PLYWOOD BACKBOARD

DRY TYPE TRANSFORMER, REFER TO ONE-LINE DIAGRAM & 
TRANSFORMER SCHEDULE

ELECTRICAL SYSTEM
CR =   CRITICAL PANEL
DP =   DISTRIBUTION PANEL
E =   EMERGENCY PANEL
EQ =   EQUIPMENT PANEL
L =   LIGHTING PANEL
LCP =   LIGHTING CONTROL PANEL
LS =   LIFE SAFETY PANEL
H =   HVAC/MECH PANEL
MDP =   MECHANICAL DISTRIBUTION PANEL
S =   STANDBY PANEL
OR =   OPERATING ROOM (CRITICAL) PANEL
UDP =   UPS DISTRIBUTION PANEL
URP =   UPS RECEPTACLE PANEL

VOLTAGE
2    =   208/120
4    =   480/277

FLOOR#
B    =   BASEMENT
1    =   FIRST FLOOR
2    =   SECOND FLOOR

PANEL DESIGNATION
1,2,3...A,B,C...

R P 2 1 1 - 1

KEYED NOTE

E EXISTING ITEM TO REMAIN
X EXISTING ITEM TO BE DEMOLISHED
XR EXISTING ITEM TO BE RELOCATED
RE EXISTING ITEM TO BE RELOCATED TO NEW LOCATION

DEMOLITION LEGEND

1. ALL WIRING DEVICES, JUNCTION BOXES, EQUIPMENT AND ASSOCIATED BRANCH CIRCUITRY SHOWN WITH 
A LIGHTWEIGHT LINE ARE EXISTING - SHALL REMAIN AND BE MAINTAINED.

2. ALL WIRING DEVICES, JUNCTION BOXES, EQUIPMENT AND ASSOCIATED BRANCH CIRCUITRY SHOWN WITH 
A DOTTED LINE SHALL BE REMOVED.

3. ALL WIRING DEVICES, JUNCTION BOXES, EQUIPMENT AND ASSOCIATED BRANCH CIRCUITRY SHOWN WITH 
A HEAVYWEIGHT LINE IS NEW, EXISTING TO BE RELOCATED, AND/ OR EXTENDED PORTIONS OF EXISTING 
BRANCH CIRCUITRY INDICATED.

NOTES

NEW LINE TYPE
EXISTING LINE TYPE
DEMOLITION LINE TYPE

X

CIRCUIT DESIGNATION
1,2,3...A,B,C...

LP2A-1,3,5

THIS SHEET IS A GENERAL LIST OF SYMBOLS AND ABBREVIATIONS ARE FOR 
REFERENCE ONLY AND SHALL BE USED AS A DICTIONARY TO DEFINE ITEMS 
INDICATED ON DRAWINGS. SYMBOL LEGEND IS SHOWN FOR GENERAL REFERENCE 
ONLY. THE PRESENCE OF A SYMBOL ON THIS LEGEND DOES NOT IMPLY ITS USE ON 
THIS PROJECT. REFER TO DRAWINGS FOR SPECIFIC SYMBOLS USED.

DUPLEX RECEPTACLE - GROUNDING TYPE - MTD 18" AFF UON NUMERAL 
INDICATES CIRCUIT NUMBER. "AF" INDICATES ARC FLASH TYPE.

DUPLEX RECEPTACLE - GROUND FAULT INTERRUPTING TYPE - MTD 18" AFF UON

DUPLEX RECEPTACLE - GROUNDING TYPE - MTD AT 42" AFF OR 6" ABOVE 
COUNTER TOP OR BACK SPLASH WHERE EXISTENT.

DUPLEX RECEPTACLE - GROUND FAULT INTERRUPTING TYPE - MTD 42" AFF OR 6" 
ABOVE COUNTER TOP OR BACK SPLASH WHERE EXISTENT.

DUPLEX RECEPTACLE - TOP HALF SWITCHED - MTD AT 18" AFF UON. "a" 
INDICATES SWITCH TO DEVICE CONTROL RELATIONSHIP.

DUPLEX RECEPTACLE - ISOLATED GROUND TYPE - MTD AT 18" AFF UON. "C" 
INDICATES MTD 42" AFF OR 6" ABOVE COUNTER.

QUAD RECEPTACLE - GROUNDING TYPE - MTD AT 18" AFF UON. "C" INDICATES 
MTD 42" AFF OR 6" ABOVE COUNTER. "IG" INDICATES ISOLATED GROUND

FLOOR OUTLET BOX WITH DUPLEX RECEPTACLE; REFER TO SPECIFICATIONS.

FLOOR OUTLET BOX WITH QUAD RECEPTACLE; REFER TO SPECIFICATIONS.

CEILING MTD BOX WITH DUPLEX RECEPTACLE; REFER TO SPECIFICATIONS.

SPECIAL PURPOSE RECEPTACLE - "A" INDICATES TYPE AS SHOWN ON 
DRAWINGS OR IN SPECIFICATIONS.

SPECIAL PURPOSE RECEPTACLE - FLOOR OUTLET BOX - "A" INDICATES TYPE AS 
SHOWN ON DRAWINGS OR IN SPECIFICATIONS.

POWER POLE; REFER TO SPECIFICATIONS AND DRAWINGS FOR RECEPTACLE 
CONFIGURATION.

PLUGMOLD STRIP WITH GROUNDING RECEPTACLES. SEE SPECIFICATIONS.

WIREMOLD WITH DUPLEX GROUNDING RECEPTACLES. SEE SPECIFICATIONS.

FLOOR MTD DEVICE(S) IN OUTLET BOX(ES) OR A POKE-THRU UNIT. REFER TO 
DWG. NOTES FOR NUMBER AND TYPE OF DEVICES.

COMBINATION USB CHARGER AND GROUNDING TYPE DUPLEX RECEPTACLE -
MTD 18" AFF UON. INSTALL IN SINGLE GANG DEEP BACKBOX. REFER TO 
SPECIFICATIONS FOR ADDITIONAL INFORMATION.

SEMI-FLUSH WALL MTD, 120 VOLT, 3 WIRE SYNCHROUNOUS, 12/24 HOUR ANALOG 
FACED CLOCK - INTERCONNECT TO THE NEAREST RECEPTACLE CIRCUIT

SPECIAL PURPOSE RECEPTICAL

3

C

X

AF

a

C

100Y

PP

F#

USB

x

S
3
a

MS

M
A
a

A
a

FIXTURE TYPE INDENTIFICATION KEY

L  R  2 SEQUENTIAL NUMERAL INDICATOR

MOUNTING TYPE
R - RECESSED T - TRACK
S - SURFACE P - PENDANT
W - WALL

LAMP TYPE
L - LED F - FLOURESCENT
H - HID I - INCANDESCENT

EB

HOMERUN TO PANELBOARD 'LP2A' CIRCUIT # 1,3,5.

RACEWAY CONCEALED IN CEILING OR WALLS, OR EXPOSED IN 
UNFINISHED  AREAS

RACEWAY CONCEALED IN FLOOR SLAB

FLEXIBLE RACEWAY; SIZE AS REQUIRED

CONDUIT UP

CONDUIT DOWN

CABLE TRAY

M

T

M

R

SPD

V

K

A

IDENTIFIER DESCRIPTION

SECURITY SYMBOLS

CR

CARD READER FURNISHED AND INSTALLED BY OTHERS, WIRED BY 
THE ELECTRICAL CONTRACTOR. VERIFY EXACT REQUIREMENTS WITH 
ARCHITECT PRIOR TO ROUGHING-IN

KEY PAD 

DOOR CONTACTS 

MOTION SENSOR

GLASS BREAK SENSOR 

ELECTRIC DOOR LOCK 

REQUEST TO EXIT

VIDEO CAMERA 

PUSH BUTTON DOOR RELEASE

KP

DC

M

GB

EL

REX

PB

SECURITY PANELSEC

TELEPHONE PANELTEL

DOOR RELEASEDR

PROX READERPR

BIO READERBR

NOTE: THIS SYMBOL LEGEND IS SHOWN FOR GENERAL REFERENCE ONLY. THE PRESENCE OF A SYMBOL ON 
THIS LEGEND DOES NOT IMPLY ITS USE ON THIS PROJECT. REFER TO DRAWINGS FOR SPECIFIC SYMBOLS 
USED.

S DOOR BELL SPEAKER

M MICROPHONE

PUSH BUTTON DOOR BELL

STANDARD FLUSH WALL MOUNTED TELEPHONE OUTLET SHALL CONSIST OF (1) 
CATEGORY 6 4 PAIR UTP COPPER CABLE VIA (1) 3/4" CONDUIT WITHIN WALL AND 
TERMINATED ON A 8-PIN-8-CONDUCTOR CATEGORY 6 JACK.  FURNISH AND INSTALL 
SINGLE PORT STAINLESS STEEL FACE PLATE WITH STUD FOR MOUNTING OF 
TELEPHONE ONTO A SINGLE GANG JUNCTION BOX AT 48" AFF.  PROVIDE A MINIMUM OF 
6" OF CABLE SLACK WITHIN THE JUNCTION BOX AND 12" OF CABLE SLACK NEATLY 
COILED ABOVE NEAREST ACCESSIBLE CEILING. "W" DENOTES WALL MOUNTED 5' AFF.

STANDARD FLUSH WALL MOUNTED TELECOMMUNICATIONS OUTLET DEDICATED FOR 
PRINTER / FAX LOCATIONS SHALL CONSIST OF (4) CATEGORY 6 4 PAIR UTP COPPER 
CABLES. TERMINATED ON 8-PIN-8-CONDUCTOR CATEGORY 6 JACKS.  FURNISH AND 
INSTALL ON 4 PORT FACE PLATE WITH REDUCER RING ONTO A DOUBLE GANG 
JUNCTION BOX.  DATA POINT LOCATION WILL VARY REFER TO ARCHITECTURAL 
DRAWINGS FOR EXACT PLACEMENT. PROVIDE A MINIMUM OF 6" OF CABLE SLACK 
WITHIN THE JUNCTION BOX AND 12" OF CABLE SLACK NEATLY COILED ABOVE NEAREST 
ACCESSIBLE CEILING. 

STANDARD FLUSH WALL MOUNTED TELECOMMUNICATIONS OUTLET. PROVIDE BOX 
WITH CONDUIT FROM BOX TO 3''(75mm) ABOVE AN ACCESIBLE CEILING OR INTO THE 
TELECOM CLOSET. INCLUDE PULL STRING AND TERMINATE WITH AN INSULATED 
BUSHING. BOXES SHALL BE RECESSED MOUNTED AT 18''(450mm) AFF, UNLESS 
INDICATED OTHERWISE. PROVIDE 1 1/4''C., 4 11/16'' SQUARE x 2 1/8''DP. BOX WITH 4 11/16'' 
SQUARE x 1 1/2''DP. EXTENSION BOX, AND 1/4'' RAISED DOUBLE GANG PLASTER RING. 
RACO #259, 250 & 817 OR EQUAL.

STANDARD FLUSH WALL MOUNTED TELEVISION OUTLET SHALL CONSISTS OF (2) 
CATEGORY 6 4 PAIR UTP COPPER CABLE AND (1) RG6U COAXIAL CABLE VIA (1) 1" 
CONDUIT WITHIN WALL AND TERMINATED ON A 8-PIN-8-CONDUCTOR CATEGORY 6 JACK 
AND "F" TYPE CONNECTOR.  FURNISH AND INSTALL TWO PORT FACE PLATE WITH 
REDUCER RING ONTO A DOUBLE GANG JUNCTION BOX. REFER TO ARCHITECTURAL 
DRAWINGS FOR MOUNTING HEIGHT.  PROVIDE A MINIMUM OF 6" OF CABLE SLACK 
WITHIN THE JUNCTION BOX AND 12" OF CABLE SLACK NEATLY COILED ABOVE NEAREST 
ACCESSIBLE CEILING.  

TV

STANDARD CEILING MOUNTED TELECOMMUNICATIONS CONNECTOR DEDICATED FOR 
WIRELESS ACCESS POINT SHALL CONSISTS OF (1) CATEGORY 6 4 PAIR UTP COPPER 
CABLE WITH 10' OF CABLE SLACK, TERMINATED ON A CATEGORY 6 RJ-45 MALE 
CONNECTOR. 

WAP

FLUSH FURNITURE MOUNTED TELECOMMUNICATIONS OUTLET  SHALL CONSIST OF 
CATEGORY 6 4 PAIR UTP COPPER CABLES VIA (1) 1" CONDUIT TO FURNITURE RACEWAY 
AND TERMINATED ON 8-PIN-8-CONDUCTOR CATEGORY 6 JACKS.  PROVIDE AND INSTALL 
TWO PORT FACE PLATE AT LOCATION INDICATED.  PROVIDE A MINIMUM OF 12" OF 
CABLE SLACK WITHIN THE FURNITURE RACEWAY

# - DENOTES THE NUMBER OF CATEGORY 6 4 PAIR UTP COPPER CABLES AND THE 
NUMBER OF PORTS ON A FACE PLATE.

TELECOMMUNICATIONS SYMBOLS LIST

CEILING MOUNTED

NOTE: THIS SYMBOL LEGEND IS SHOWN FOR GENERAL REFERENCE ONLY. THE PRESENCE OF A SYMBOL ON 
THIS LEGEND DOES NOT IMPLY ITS USE ON THIS PROJECT. REFER TO DRAWINGS FOR SPECIFIC SYMBOLS 
USED.
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GENERAL POWER NOTES

KEYED NOTES

1. AS PART OF THE ELECTRICAL DRAWING PACKAGE, REFER TO MANUFACTURER APPROVED 
MANUAL/DRAWINGS FOR ALL INSTALLATION REQUIREMENTS AND PLACEMENT OF EQUIPMENT. PROVIDE 
ALL RACEWAYS, JUNCTION BOXES, CONDUITS, SWITCHED, POWER RELAY'S AND DEVICES AS INDICATED TO 
BE SUPPLIED AND INSTALLED BY CUSTOMER'S ELECTRICAL CONTRACTOR.

2. ALL CONDUITS OR CABLE DUCTS MUST BE SUITABLY SEALED AND PROTECTED TO KEEP THEM CLEAN AND 
DRY. PROVIDE ADEQUATE CLEARANCE FOR TYPICAL CONDUIT RADIUS OF SIX TIMES THE DIAMETER. 
CONDUIT BEND SHALL NOT EXCEED 270 DEGREES PER CABLE RUN. ROUTE ALL ROOM PENETRATIONS AS 
PERPENDICULAR TO THE ISOCENTER AS POSSIBLE TO AVOID RADIATION SCATTER. VERIFY ALL ROOM 
PENETRATIONS WITH THE PHYSICIST OF RECORD.

3. PROVIDE GROUNDING LOOP AND CONNECT TO EXISTING BUILDING GROUNDING SYSTEM IF THE SYSTEM 
EXISTS.

4. ALL POWER CONNECTIONS SHALL BE MADE BY ELECTRICAL CONTRACTOR.

5. ALL CABLES SHALL BE PULLED BY ELECTRICAL CONTRACTOR.

6. ALL SIGNAL CONNECTIONS SHALL BE MADE BY ELECTRICAL CONTRACTOR.

7. ELECTRICAL CONTRACTOR SHALL PROVIDE EXTRA 12' COIL OF CONDCUTORS AT EACH END OF ALL FEEDER 
AND UTILITY WIRING PULLS TO INSURE ADEQUATE CONDCUTOR LENGTH TO TERMINATION LOCATIONS. 

8. ELECTRICAL CONTRACTOR SHALL MAINTAIN EXISTING CIRCUITS THAT PASS THROUGH RENOVATION AREA

9. ELECTRICAL CONTRACTOR SHALL PERFORM LOAD READINGS FOR AVERAGE POWER DEMAND OVER A 15 
MINUTE PERIOD CONTINUOUSLY RECORDED OVER A 30 DAY PERIOD ON ALL ELECTRICAL PANEL EFFECTED 
BY THE RENOVATION. VERIFY PANELBOARDS  ARE NOT OVERLOADED BASED ON EXISTING LOADS AND NEW 
LOADS ADDED. IF PANELBOARDS ARE OVERLOADED, MAKE SAFE AND INFORM ENGINEER AND ARCHITECT. 
SUBMIT REPORT INDICATING AVERAGE AND PEAK POWER DEAND.

RECEPTICALS AND CONDUITS TO BE REMOVED AND REINSTALLED AFTER BALLISTIC GLASS INSTALLATION. 
MAINTAIN EXISTING CIRCUITRY, DEMOLISH EXISTING RECPETICAL AND CONDUIT AND REPLACE WITH NEW.

DOOR LOCK RELEASE BUTTON TO BE RELOCATED. PROVIDE NEW CONDUIT. 

CARD READER AND CONDUIT TO BE REMOVED. PROVIDE NEW CONDUIT REINSTALL CONDUIT AND CARD READER 
AFTER BALLISTIC GLASS INSTALLATION

RECEPTICAL AND CONDUIT TO BE REMOVED

1

2

1

1 3

3

3

2
4

4

XR
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GENERAL POWER NOTES

1. AS PART OF THE ELECTRICAL DRAWING PACKAGE, REFER TO MANUFACTURER APPROVED 
MANUAL/DRAWINGS FOR ALL INSTALLATION REQUIREMENTS AND PLACEMENT OF EQUIPMENT. PROVIDE 
ALL RACEWAYS, JUNCTION BOXES, CONDUITS, SWITCHED, POWER RELAY'S AND DEVICES AS INDICATED TO 
BE SUPPLIED AND INSTALLED BY CUSTOMER'S ELECTRICAL CONTRACTOR.

2. ALL CONDUITS OR CABLE DUCTS MUST BE SUITABLY SEALED AND PROTECTED TO KEEP THEM CLEAN AND 
DRY. PROVIDE ADEQUATE CLEARANCE FOR TYPICAL CONDUIT RADIUS OF SIX TIMES THE DIAMETER. 
CONDUIT BEND SHALL NOT EXCEED 270 DEGREES PER CABLE RUN. ROUTE ALL ROOM PENETRATIONS AS 
PERPENDICULAR TO THE ISOCENTER AS POSSIBLE TO AVOID RADIATION SCATTER. VERIFY ALL ROOM 
PENETRATIONS WITH THE PHYSICIST OF RECORD.

3. PROVIDE GROUNDING LOOP AND CONNECT TO EXISTING BUILDING GROUNDING SYSTEM IF THE SYSTEM 
EXISTS.

4. ALL POWER CONNECTIONS SHALL BE MADE BY ELECTRICAL CONTRACTOR.

5. ALL CABLES SHALL BE PULLED BY ELECTRICAL CONTRACTOR.

6. ALL SIGNAL CONNECTIONS SHALL BE MADE BY  ELECTRICAL CONTRACTOR.

7. ELECTRICAL CONTRACTOR SHALL PROVIDE EXTRA 12' COIL OF CONDCUTORS AT EACH END OF ALL FEEDER 
AND UTILITY WIRING PULLS TO INSURE ADEQUATE CONDCUTOR LENGTH TO TERMINATION LOCATIONS. 

8. ELECTRICAL CONTRACTOR SHALL MAINTAIN EXISTING CIRCUITS THAT PASS THROUGH RENOVATION AREA

9. ELECTRICAL CONTRACTOR SHALL PERFORM LOAD READINGS FOR AVERAGE POWER DEMAND OVER A 15 
MINUTE PERIOD CONTINUOUSLY RECORDED OVER A 30 DAY PERIOD ON ALL ELECTRICAL PANEL EFFECTED 
BY THE RENOVATION. VERIFY PANELBOARDS  ARE NOT OVERLOADED BASED ON EXISTING LOADS AND NEW 
LOADS ADDED. IF PANELBOARDS ARE OVERLOADED, MAKE SAFE AND INFORM ENGINEER AND ARCHITECT. 
SUBMIT REPORT INDICATING AVERAGE AND PEAK POWER DEAND.

KEYED NOTES

INSTALL SPORE LED ILLUMINATED DOORBELL BUTTON: PART #TDB-W-BZ OR EQUIVALENT

INSTALL CRAFTMADE CHIME: PART NUMBER #CBR-W OR EQUIVALENT

DOOR LOCK RELEASE BUTTON NEW LOCATION

POWER FOR DOORBELL AND CHIME

1

1

2

LIEUTENANT 
OFFICE PANEL 

LIEUTENANT 
OFFICE PANEL 

LIEUTENANT 
OFFICE PANEL 

3

3

2

4

4

Typical Surface Mounted A/V Mounting
Conduit OverheadA1

NOT TO SCALE

ACCESSIBLE CEILING

FLOOR
WALL

4" MAX.

J-HOOK RANDOMLY
INSTALLED AT 3', 4', AND 5'

CONDUIT BUSHING

1 1/2 SURFACE MOUNTED CONDUIT 
EMT

FACEPLATE

4" SQUARE BY 2 1/8" DEEP BOX WITH
DOUBLE GANG STEEL EXTENSION RING.

~

DRAWING TITLE:

SEAL:DRAWN BY:

CHECKED BY:

SCALE:

PROJECT NO.:

DRAWING NO.:

PROJECT LOCATION:

CONSULTANT:

ISSUE/REVISION:

KEY PLAN:

NO: DATE: DESCRIPTION:

DATE & TIME PRINTED:

ARCHITECTURE

PLANNING

INTERIOR DESIGN

ENGINEERING

BOSTON

529 MAIN STREET, SUITE 3303
BOSTON, MA  02129
TEL. 617.723.7100
FAX. 617.723.9113

STRUCTURAL/CIVIL

1/4" = 1'-0"

BIM 360://Lowell - Police Dept. Headquarters/23-020-2178 Lowell Police Station MEP.rvt

7/10/2023 3:20:22 PM

JH

RDM

23-020-2178

ELECTRICAL PROPOSED PLAN

E-101

Lowell Police Department

50 ARCAND DR. LOWELL, MA
01852

LPD BALLISTICS UPGRADE

S

REFER TO DETAIL A1 THIS 
DRAWING TYP.

1 7.12.23 BID SET

LiRo Corp.

FermanC
Snapshot


	Sheets
	T-001 - TITLE SHEET
	A-200 - DEMOLITION PLAN & FLOOR PLAN
	A-201 - INTERIOR ELEVATIONS & DETAIL SECTIONS
	A-202 - CASEWORK DETAIL


